
IHI 2S250

UL  CSA CU9AL

PRE-INSTALLED: QTY. 3 14237 SCREW. ALUMINUM WITH HEX SOCKET DRIVE

N
O

T
 F

O
R

 U
S

E
 W

H
E

R
E

 F
A

IL
U

R
E

 C
R

E
A

T
E

S
 A

 H
A

Z
A

R
D

 T
O

 H
U

M
A

N
 H

E
A

LT
H

 O
R

 S
A

F
E

T
Y

. A
LL

 P
R

O
D

U
C

T
S

 A
R

E
S

U
B

JE
C

T
 T

O
 T

H
IS

 F
U

LL
 D

IS
C

LA
IM

E
R

: h
ttp

://
w

w
w

.ih
ic

on
ne

ct
or

s.
co

m
/d

is
cl

ai
m

er
.h

tm
l

F
O

R
 F

U
R

T
H

E
R

 IN
F

O
R

M
A

T
IO

N
 O

N
 T

H
E

 P
R

O
P

E
R

 U
S

E
 O

F
 T

H
IS

 P
R

O
D

U
C

T
 IN

 S
P

E
C

IF
IC

 A
P

P
LI

C
A

T
IO

N
S

 S
E

E
ht

tp
://

w
w

w
.ih

ic
on

ne
ct

or
s.

co
m

/G
ui

de
T

oF
le

xF
le

xi
bl

eF
in

eS
tr

an
de

dW
ire

C
ab

le
M

ec
ha

ni
ca

lL
ug

sF
A

Q
.h

tm
l

 ht
tp

://
w

w
w

.ih
ic

on
ne

ct
or

s.
co

m
/T

ec
hn

ic
al

-D
at

a-
In

st
al

la
tio

n.
ht

m

GENERAL TOLERANCES
±.015 (±0,038)

Cat. No. 2S250 Style No. 2 
     Drill, Enlarge, or Modify Mounting Holes 
1)Increase hole(s) dia. to 11/16 bolt.
2)Move location of mounting hole(s) 
3)If buying blank lug, put custom hole(s) in.

IHI UL/CSA Installation Guide to Drill or Enlarge Mounting Holes: 
https://lugsdirect.com/PDF Documents/IHI-MTG-HOLE-FIELD-MODS-UL&CSA-CERTIFICATIONS.pdf

FLEX WIRE 3/0-6 AWG


